
Semi-Annual Report  

to  

N. A. S. A. 

Electronics Research Center 

(attention: Dr . S. Gilman) 

on 

Grant No, N. G. R,  52-093-001 

STUDIES ON REDUCTION O F  NOBLE METAL SURFACE OXIDES 

IN RELATION TO ELECTROCHEMICAL OXYGEN REDUCTION 

University of Ottawa, Department of Chemistry 

Ottawa, Canada 

Pro jec t  Director : B. E. Conway 

Senior Research Associate: H. Kozlowska 



- 1 -  

1. INTRODUCTION AND STATUS O F  THE WORK 

The project originated from our interest  in the role of 

surface oxides on the noble metals in regard to the kinetics of various 

electrochemical processes such as oxygen reduction at such metals .  

Initial aspects of the work were commenced at the end of a U.S .  Army 

contract on hydrocarbon oxidation from which a number of papers 

(1 - 8 ) (which have been published or  a r e  in press )  have originated. 

Work commenced on the present grant in Ju ly  1968 with D r .  H. Kozlowska 

a s  the research  associate.  Theoretical work was carr ied out in collab- 

oration with D r .  Stonehart following ear l ier  related work in this 

la bora tory with G ileadi . 
The three main aspects of the work that have been and a r e  

being developed in the present reporting period a re :  

a) Development of model experiments on reduction of Pt surface 

oxides at 25OC in relation to interaction effects and r e -  

arrangement processes  i n  the surface layer; 

Development of apparatus and technique f o r  study of surface 

oxide formation and reduction a t  some noble catalytic metals 

and alloys at elevated temperatures up to 2OO0C in  water a t  

p ressures  above 1 atm ; 

Analysis of the results by theoretical procedures based on the 

treatment of kinetic effects in transients.  

b) 

c )  

Work f rom (a) and ( c )  is  in preparation f o r  publication. 
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Electrochemical oxygen reduction, particularly under 

optimum fuel cell conditions where polarization is to be minimized, pro- 

ceeds in a potential region where chemisorbed oxygen species exist on Pt 

and Rh electrode surfaces.  The kinetics of the process  therefore involve 

such oxide species either as an inhibitor o r  a co-reactant intermediate. 

The study of the oxide species on Pt and other metals,  in particular its 

reduction, is therefore of interest  in regard to the mechanism of oxygen 

reduction. 

Pt have been l i t t le studied and the general aims of the present work have 

The effects of temperature on the reduction of surface oxide a t  

therefore been concerned with this mat ter  in relation to: 

a) model studies a t  room temperature in HC104 and H2SO4 with 

Pt, Rh and Ir, in which oxide formation has been allowed to 

occur at ( i )  various controlled potentials in a short  controlled 

(programmed)time period; and ( i i )  for  various controlled 

periods of t ime a t  constant potential. 

were  then obtained in linear cathodic sweeps. 

were  analyzed by a theoretical procedure described in (b)  

below, and reported in more  detail in the following pages. 

the theoretical treatment of the reduction behavior of surface 

Oxide reduction profiles 

The results 

b) 
oxides was developed in collaboration with Stonehart following 

the theoretical work developed in this laboratory with Gileadi 

on r a t e  effects in transients.  
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2. DEVELOPMENT O F  PROCEDURES AND EXPERIMENTS FOR STUDY 

TEMPERATURES AND THE REDUCTION BEHAVIOR AT ROOM 
TEMPERATURE 

O F  Pt SURFACE OXIDATION AND REDUCTION AT ELEVATED 

Room temperature experiments on hysteresis  

Following an  ear l ier  paper9 published from this laboratory, 

reduction studies were performed on surface oxides developed at smooth Pt, 

platinized Pt, Rhodium and Iridium. 

a r i s e s  (a)  in relation to the hysteresis characterizing the processes of oxide 

formation and reduction; 

supposed rearranged surface oxide species on Pt and Rh,  since a similar 

reduction process  m a y  be involved in other fuel  cell processeslO including 

oxygen reduction; and ( c )  in relation to time effects associated with slow growth 

and rearrangement of the surface oxide at the noble metals .  

the initial experiments a t  room temperature was to  evaluate whether the 

extent of hysteresis  between oxidation and reduction processes a t  Pt and Rh,  

The main interest  in reduction behavior 

(b) in relation to the kinetics of the reduction of the 

The purpose of 

which increases  as the anodic potential is  raised, is directly connected with 

the potential of surface oxidation o r  with the greater extent of oxide formation 

that occurs in a given time a t  such higher potentials. 

This mat ter  was resolved by conducting experiments both at 

varying limits of anode potential in a potential step followed by a linear 

cathodic sweep ( o r  in single cycle A sweeps) and in a trapezoidal potential 

program where surface oxidation was allowed to proceed for controlled times 

at a se r i e s  of selected constant potentials. 

more  detailed description of the experiments i s  given and is based on mater ia l  

prepared jointly with Dr.  Kozlowska in this laboratory and with D r  . Stonehart 

In the following paragraphs, a 

of the American Cyanamid Company for publication in a forthcoming paper 11 . 
Detailed references to previous work in the l i terature will appear in the 

paper to be published. 
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(ii) Experiments and results at room temperature 

The kinetics of reduction and the hysteresis between the 

processes of formation and reduction of the surface oxide a t  Pt have been 

examined pr e vi0 us1 y 9 9  l2 and the ellipsometric behavior studied13. 

hysteretic effects occur with Pd, Rh, Nil4 and Ag. 

surface oxide species a r e  electrochemically adsorbed over a broad range 

of anodic potentials (two types of species a r e  probably involved in the anodic 

formation process and can be partially resolved in electrochemical experi- 

ments with Pt and Rh in alkaline solution) but the striking result  is that the 

Similar 

At Pt ,  R h  and Pd, the 

reduction peak is usually a single, almost symmetrical  ( s ee  below) one 
except under conditions of fas t  reduction when two peaks can be resolved 9 

by the differential galvano static technique developed in this laboratory. 

behavior of the reduction peaks a t  Pt, Rh, I r  and Pd has been examined in 

the present work following the previous work a t  various reduction rates 

reported ear l ier  (cf. ref. 9).  

The 

Surface oxidation and reduction experiments were performed 

under electrically programmed conditions using a Wenking short  r ise- t ime 

potentiostat. 

single ramp, repetitive triangular or  trapezoidal potential-time profiles was 

employed. The current-potential relations were followed on a Tektronix 

oscilloscope or on a Moseley X-Y recorder  with a high input impedance, 

cathode follower input stage. 

A Servomex LF 141 function generator capable of providing 

The cell  and general technique used was identical with that 

employed in the work of Gilroy and Conway9 described previously. Electrodes 

of the smooth metals were sealed in glass bulbs and the usual high purification 

techniques were employed. In other experiments, runs on platinized 

platinum were car r ied  out. 
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The surface oxide species were allowed to form a t  

potentiostatically controlled anodic potentials for known times (5  see.  

to 600 see . )  a t  25OC and were then reduced in successive transients a t  

a fixed potential scan r a t e  of 0.152 V sec.  -'. Electrodes were allowed 

to remain at to. 1 V (w. r .  t. hydrogen electrode in the same solution) 

between each surface oxide formation and reduction experiment. 

Typical potentiodynamic reduction profiles a r e  shown in 

Fig.  1 for varying times of anodic polarization a t  the indicated potentials 

and in Fig. 2 for various anodic potentials in single 

experiments. 

that the more  anodic i s  the polarization in the oxide formation process,  the 

more  cathodic i s  the potential of the peak Em,in the potentiodynamic 

reduction profile. Several  experiments were designed, a s  mentioned above, 

to determine if this effect was caused directly by the higher potentials 

cyclic sweep 

The striking feature of all the results except those at Ir is  

> 

attained in the polarization o r  whether i t  was associated with the greater 

extents of oxidation which occur a t  the higher potentials due to growth of the 

oxide film. 

reduction of the oxidized surface.  

for Pt and in Fig. 4 for Rh where the relations between E, and qr  a r e  

plotted for 

Em is found to be related to the total charge qr required for 

This is indicated by the results in Fig. 3 

(a) a se r i e s  of single cycle ( A potentiodynamic polarizations 

to various anodic potentials, 

for a ser ies  of reductions of films formed a t  two o r  three 

fixed potentials but for various t imes.  

and ( b )  

The dependence of E m  on qr is almost the same (the slopes 

of the relations a r e  almost identical) whether the E, - qr relation is 

obtained from rapid single cycle experiments, f rom time experiments with 
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polarization extending up to 10 min. a t  each potential, or f rom potential 

step and single cathodic ramp experiments with a potential program of 

the f o r m n  . The range of qrvalues extends f rom - ca. 30 pC. cm-2 ( i . e .  

above the double-layer charging contribution) to - ca.  800 ~ C . c m - ~  a t  P t  o r  to 

ca .  1800 pC. at Rh. - 
At Ir, by contrast, the a rea  under the reduction profile, which 

in the l inear potentiodynamic experiments is  proportional to qr ,  remains 

almost constant with both time or  potential of polarization. 

and also a t  Pd,  film growth evidently occurs to an extent related to 

potential and time but not a t  I r .  

time a t  Pt after short  times, a s  shown previously9’ 14; 

observed at Nil5.  

At Pt9 and Rh, 

The growth behavior is  logarithmic in 

similar behavior is  

The possibility is  to be recognized that the reduction profiles 

could become shifted due to polarization effects (cf. 9) because a t  a given 

scan rate,  l a rger  values of qr  will lead to greater reduction currents a t  

all potentials including Em. By performing reductions of the surface oxide 

a t  P t  f rom a given anodic potential held f o r  various times but a t  scan rates  

adjusted so that the maximum currents a t  E m  were the same, it was possible 

to show that polarization effects could not account for the peak shifts 

observed. 

polarization effect in the shift of the E, and this was investigated previously9; 

such polarization effects a r e ,  a s  expected, logarithmic in sweep rate .  

Very much larger  ranges of scan rate are . required9 to show the 

(iii) Reduction of Pt surface oxide at high temperatures 

(a) General procedure and problems 

Following. the room temperature experiments summarized 

above, work was initiated on studies of the kinetics of P t  surface oxide 

reduction at elevated temperatures,  with the anticipation of reaching temp- 

eratures  up to 25OoC in superheated water (P  >> 1 atm).  The apparatus and 
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experiments must, under these conditions, be s e t  up and conducted in a 

high pr  e s s ur e bomb. 

The necessity of using an airtight bomb for the experiments 

carr ied out at temperatures above 100°C posed two main problems: (1) 

the choice of a reference electrode, ( 2 )  the construction of a cell (I) which 

could f i t  into the small  space inside the initially designed bomb having 5 

diameter ca. 2"; a bomb having an i .d.  of ea. 6'1 was constructed la ter  and 

is shown in the accompanying photograph. 

coaxial counter (C)  and working (W) compartments. 

- - 
Cell I (Fig.  5) consisted of 

The counter -electrode 

compartment in the outer vessel  had a large platinized P t  gauze a s  an 

electrode. 

the inner working electrode compartment. 

inserted into the upper end of a Luggin capillary tube placed inside the 

working compartment. 

working compartment only by a thin asbestos wick which was found not to 

completely prevent diffusion between the two compartments. 

wire was used a s  the working electrode. The temperature was measured by 

a thermistor placed into a tube in the working compartment. 

experiments were commenced, nitrogen was passed through both compart- 

ments,  and the bomb, to remove oxygen. In a cell of this type, it is 

impossible to use the anion reference electrodes because diffusion of 

t races  of heavy metal  cations, e .g .  H g 7 ,  to the Pt resulted in poisoning 

effects. 

A small  hole provided the necessary electrical  contact with 

The reference electrode was 

The reference electrode was separated from the 

A smooth Pt 

Before 

Tes t  experiments showed that the quinhydrone electrode could 

not be used either because of diffusion and decomposition of quinhydrone at 

the higher temperatures,  together with effects associated with depolarization 

of the Pt working electrode. 

electrode was investigated; 

be employed in the bomb (but see below). 

On account of these difficulties, the Pd-H 

the Pt hydrogen electrode normally used cannot 
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The Pd-H electrode: - Upon absorption of hydrogen, Pd can 

form a solid solution of a Pd-H and 6 Pd-HO 6 phases. 

Pd-H electrode with both phases present is constant and independent of the 

The potential of a 

amounts of the phases,  

system will be able to maintain a constant potential for  a long time even 

without H2 in the solution provided that the concentration of 6-phase is high 

enough. 

It could therefore be expected that a Pd-H[a t 61 

On the other hand, the concentration of the 6-phase cannot be chosen 

too high because of the change of compositions of both phases which results 

with increasing temperature,  a situation that can lead eventually to a single- 

phase s ys tem. 

The following procedure was adopted for preparation of a Pd-H 

reference electrode: a Pd wire 0.26 mrn. in diameter, 20 mm. length, 

0.16 cm 2 a r e a  was spot-welded to a P t  wire which had bean previously sealed 

into a glass tube. 

f e r r e d  into the solution and reduced by cathodic polarization a t  a current  

density of 1 .2  mA. cm- . 
against a platinized P t  hydrogen electrode in the same solution. 

The Pd was then annealed in a flame, the electrode t rans-  

2 The potential of the Pd-H electrode was measured 

Isotherms: - The Pd electrode was polarized cathodically 

with a current  of 1 .2  mA. cm-2 a t  25O, 50° and 90°C and the potential was 

measured. The resul ts  a r e  shown in Fig. 4 .  At the beginning of the 

polarization, the potential decreases  rapidly, then slowly attains a constant 

value. 

The time interval in which the potential is  constant becomes, however, 

I t  remains constant for a certain time and then slowly decreases  again. 

shorter at higher temperatures.  

As can be seen from Fig. 6, 3 h.  is the most  suitable time of 

polarization for forming the Pd-H for a current density of 1 .2  mA. cm-2. 

Connecting the points at  the beginning of the constant-potential plateau and 

the points a t  the end, one obtains a bell-shaped curve corresponding to a 

phase diagram, representing the behavior of the a t 6 Pd-H phases. 
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(b) The temperature coefficient of the Pd-H electrode 
potential and preliminary results 

The potential of the Pd-H electrode was measured a t  

various temperatures in order  to provide a basis for  the kinetic studies 

using the Pd-H system as a reference electrode. The temperature was 

increased f rom room temperature to - ca.  90°C and then decreased again to 

room temperature.  The results a r e  shown in Fig. 7.  The potential of a 

f resh  Pd-H electrode is found to have a value of about 55 - 60 mV.  

slowly overnight to 66 - 68 m V .  

decreases  the t ime of equalization of concentration and the potential attains 

its constant value fas te r .  

I t  r i ses  

An increase of temperature above 4OoC 

The potential i s  then linear with temperature 

until a temperature of - ca. 80 - 9OoC. At higher temperatures,  however, it 

deviates f rom linearity returning to its previous value when the temperature 

is lowered again. 

-0.40 - -0 .65 mV/OC. 

temperatures,  however, and further. work is needed here .  

The temperature coefficient in the 20 - 8OoC range is 

I t  is difficult to extrapolate these results to higher 

Prel iminary measurements of the potentiodynamic V - i  profiles 

on a smooth Pt electrode in 1 N H2SO4 solution were,  however, made using 

the above Pd-H electrode a s  reference electrode. 

The chosen potential range was: 

for the most  cathodic potential (a )  the H2 evolution potential 

o r  (b), in other measurements,  a potential in the double-layer 

region 0.4V a t  Pt .  

for .the most  anodic potentials - between 1.0 - 1.2 V. (Pt 

oxidized in this potential region giving a constant oxide 

reduction potential E ). 

1) 

2) 

P 



- 10 - 

The sweep ra te  was v = 0.125 V. sec .  -1 and typical results a r e  shown in 

Fig.  8. 

with temperature (Fig.  5) with a slope of 0.40 mV/OC. 

coefficient shows that the main reason for the observed potential shift of 

E p  i s  the change of the reference potential of the Pd-H electrode. 

significant uncertainty of both values, however, does not permit us yet to 

The potential of the reduction peak apparently increases linear l y  

The value of this 

The .. . ”  

draw any final conclusions about the true’temperature dependence of Ep  at 

the present stage of the work. Further work is continuing. 

An attempt was made to use the potential of H2 evolution during 

the potential sweeps a t  the working electrode o r  the potential of the f i r s t  

hydrogen adsorption a t  Pt a s  a reference potantial but the results were not 

encouraging. At higher temperatures,  it becomes difficult to distinguish 

the above mentioned processes on a sweep diagram and, at temperatures 

below 100°C, the temperature coefficients of E p  vary with the reference 

potential chosen, which indicates that these (internal) reference potentials 

a r e  themselves tempekature dependent a s  may be expected (cf. the finite heat 

of electrochemical adsorption of H) . 
In order  to be able to evaluate thekmperature  coefficient of the 

reduction peak potential E 

reference electrode is required. One could expect that the dynamic (or  

autogenous) hydrogen electrode developed by Giner (i. e .  a platinized Pt 

electrode on which hydrogen is evolved with practically no over -voltage a t  

a very  low c. d . )  would be satisfactory. 

a cell with both working and reference electrode c o m p a r h e n t s  separated so  

that the reference electrode compartment can be staurated with H2 without 

H2 diffusing to the working electrode. 

a theoretical advantage insofar a s  the individual temperature coefficient can 

it is  clear that a very stable and reproducible P 

This electrode can be used only in 

This H2/Pt  electrode system also has  
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be calculated f rom the known entropies of Ht ( -5  f 0 .5  e .  u. ) and HZ, 

although the individual electrode potential cannot be known more  accurately 

than ea.  0.5 V.  - 
A second cell was therefore constructed ( see  photos) with the 

reference and working compartments separated by a solution wetted joint. 

To enable the reference electrode to be polarized, an  auxiliary anode was 

placed above the reference electrode. Preliminary experiments showed that 

the whole arrangement could be more  satisfactorily s e t  up in a larger  bomb. 

A high pressure  stainless steel  autoclave bomb was therefore purchased and 

a heating furnace was built around it. Electrical  and high pressure  gas 

fittings were attached. 

to be passed into the vessel.  

The head of this bomb allows s i x  electrical  leads 

The new apparatus in which continuing work is proceeding is 

shown in the photograph and can accommodate a larger  and more  convenient 

cell which is now being tested and used. 

conducted in the temperature range 125 - 15OoC, and the la tes t  measurements 

up to 19OoC. 

Prel iminary runs have been 

3. THEORETICAL EXAMINATION O F  THE REDUCTION BEHAVIOR 

Kinetic equations for potentiodynamic processes 

The po'tentiodynarnic method of examining electrode processes 

has  become widely used but its basis in te rms  of kinetic effects in potentio- 

dynamic transients has not yet been thoroughly examined. P a r t  of the work 

here  has therefore been concerned (in collaboration with Stonehart) with 

developing the necessary theoretical treatment for  application to the results 

For '  reversible processes,  the potentiodynamic behavior of 

species. electrochemically adsorbed o r  desorbed, e .  g. in a Faradaic 

adsorption, or  surface-phase removal process,  such a s  
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15 can be described in t e rms  of the potential-dependent pseudo-capacitance 

C where the potentiodynamic current  for  a sweep ra te  v is 8 

In an i r reversible  or  partially i r revers ible  process (it is to be noted that all 

processes must  eventually become irreversible  depending on the over- 

potential and the exchange current) ,  i t  is necessary to consider the individual 

currents for forward and backward directions of the process in the following 
way (cf.  Srinivasan and Gileadi 16 ) .  

It is assumed that the rate  of the electrode reaction i s  the usual 

exponential function of the electrode potential and that the observed rate  

(current  density) is the difference between the velocities of the forward and 

reverse  reactions. 

reactant replenishment and an initial electrode surface coverage q, of 

electroactive reactant expressed in te rms  of Faradaic  equivalents cm’ , 
the surface coverage will be qt a t  time t ( sec)  given by 

For an electron transfer process in the absence of 

2 

i. dt i qt = (30 - 
0 

If the ra te  of the reverse  reaction is negligible compared with that of the 

forward reaction and if i t  is  assumed fo r  the present that there a r e  no effects 

due to heterogeneity of the surface, then the kinetic equation for the process 

under potentiodynamic control m a y  be written in t e rms  of the time-dependent 

current it as ’ 
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t 
anF 
R T  

- i d t Im.  exp - (E1 - Eo t vt) it = AkF [qo 

0 

where i, A, n, F, R ,  T, and a have the usual electrochemical significance, 

k is the specific ra te  constant (cathodic or anodic) at a standard electrode 

potential, Eo, and m is the reaction order  with respect  to the adsorbed 

reactant. E1 is the electrode potential a t  time t = 0 in a linear potential scan 

dE - ( =  v volt sec.-1). 
dt  

at ra te ,  

A more  general  equation may be used to describe the kinetics 

of adsorbed reactants by including t e rms  f o r  the reverse  reaction and also 

factors for the surface heterogeneity16 a s  considered previously by Conway 

and Gileadi. 

observation that the r a t e  of reaction for surface s’pecies usually depends on 

the distribution of heats of activation over the s i tes  involved in a hetero- 

geneous surface so that the rate  constant depends on the surface coverage of 

the electrode. 

concentration a s  well a s  of potential, so  that in the general case, for cathodic 

The latter type of factor takes into account the common 

The r a t e  may then be an exponential function of the surface 

( ra te  constant kc) and anodic ( ra te  constant ka) partial  processes ,  the total 

net current  i s  given by: 

t 

i dtIm . exp - (E1 - Eo t vt) t g 0  - S R T  
i = AF(kc[qo - 

0 

t 
(a-1)nF I 

(E1 - Eo t vt) - g 0  R T  ka * i dt. exp ( 3 )  

0 

where the surface heterogeneity factor, g, will operate with respect  to the 

fractional surface coverage, 0.  For  situations where the dependence of 

,heats, of activation on coverage of surface si tes i s  not great, then g -+ 0, 

and the adsorption characterist ics zpproach those expressed by 

m m u i r  s relation. 
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Under potentiodynamic control, the reaction ra te  fo r  an  

electrochemical desorption process exhibits a maximum due to the 

opposing effects of increasing potential on the rate  and decreasing surface 

coverage of the reactant (equation 2) .  

maximum E m  with scan rate,  v, can be used to obtain the transfer co- - 

efficient, a, as was examined experimentally for Pt surface oxide 

reduction9 described previously. 

of E m  with scan rate ,  v, in terms of a strictly applies only when the reverse  

reaction t e r m  in eqn. 3 can be neglected. 

heterogeneity term, equation ( 3 )  then obviously approximates to  equation (2) .  

The shift of the potential of the 

The treatment for interpretation of shift 

In the absence of the surface 

Another indication of the reduction behavior is  the shape of the 

potentiodynamic cur rent-voltage peak; the latter may be characterized by 

the coverage of species remaining on the electrode surface, qi ,max,  a t  the 

potential of maximum current,  illlax. ; i. e. by the asymmetry of the peak. 

In the case of an i r reversible  f i rs t -order  reaction, then qi  max = 0.37 q,, 

and an asymmetr ic  peak resul ts .  

obtained for i r revers ible  second-order reactions with q i  max = 0 . 5  go, and 

th.e peak potential shifts with scan rate .  

for the quasi-equilibrium situation where the contribution f r o m  the reverse  

reaction t e r m  can be considerable. In the latter case,  however, the peak 

potential does not shift with scan ra te .  Finally, broad symmetrical peaks 

a r e  obtained for i r revers ible  reactions when g 3 0, the symmetry and peak- 

broadening being dependent upon the magnitude of g17. Herein l ies the basis 

for distinction between various models proposed f o r  any reaction. 

I t  is found that symmetric peaks a r e  

Symmetric peaks a r e  also obtained 

Equation ( 3) cannot be solved analytically s o  numerical 

solutions were obtained on an SDS 930 computer and the effects of varying 

the parameters  v, ka, kc, 0 ,  a and g were investigated. The difference 



- 15 - 

between the kinetic behavior for several  models with change of scan ra te  

was determined for the f i r s t  order (m = 1 in equation 2) i r revers ible  

situation, for the second order  i r revers ible  situation, and for the f i r s t  

order quasi-equilibrium situation (m = 1 in equation 3,  g = 0). 

will be shown in detail in the paper in preparationll where the dependence 

The results 

of shape of the reduction profiles on g will be presented. 

4. FORM O F  THE EXPERIMENTAL REDUCTION PEAKS AND THE 
HYSTERESIS EFFECT WITH SURFACE OXIDE AT Pt 

The progressive shift of peak potential which is observed with 

increasing extent of surface oxidation a s  measured by the charge qr 

required f o r  reduction of the oxide film can be interpreted in two ways which 

a r e  to be regarded as complementary rather than alternative: ( a )  there is  

a progressive change in the g factor with time which changes the degree of 

asymmetry of the curves,  s o  that the relative positions of the maxima a r e  

changed with qr  and hence with t ime/or  potential of prior anodic polarization; 

(b) there is a progressive change of the Eo f o r  the film determined by r e -  

arrangement (cf .  13, 14) of the Pt and 0 species f rom an ad-layer type of 

arrangement to a two-dimensional "Pt -0  -Pt" surface phase. 

type of situation is required to explain the totally i r revers ible  nature of the 

The latter 

oxide formation and reduction processes which a r i s e s  (except at very small  

coverages) independently of the r a t e  of the formation or  reduction process9 

and character ises  the hysteresis .  

The profiles for  Pt surface oxide reduction were examined 

The parameters  of best f i t  for kc, a in detail on the basis of equation (3) .  

and g (9, i s  determined by the experimental total degree of surface 

oxidation) a r e  tabulated below for several  families of experimental curves 
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obtained at different anodic potentials E .  

teriaing the heterogeneity, progressively decreases  with time a s  q, increases.  

ThiB seems reasonable, since with increase of qo, the reduction becomes 

more  one of a surface phase of significant thickness than one involving a 

monolayer, o r  l e s s ,  of adsorbed species where heterogeneity effects m a y  

be expected to  be more  significant. 

one family of experimental data (Pt. IV) a r e  shown in Fig. 9. 

The parameter,  g,charac- 

The shapes of the curves of best  f i t  for 

The possibility that asymmetry a r i s e s  f rom film resistance 

effects was also considered but assumption of a resistance equivalent to 

0.1 x 

asymmetry to be an explanation for the observed behavior. 

ohm per monolayer cm2 was shown to lead to far too much 

As the film becomes extended beyond a nominal monolayer 

(9, = 420 p C  cm-2 r e a l  area;  qo/qH = 2) ,  it m a y  be anticipated that its f ree  

energy (per  mole of ad-species) may decrease owing to  rearrangement of 

P t  and 0 or OH species into first a two-dimensional surface phase and then 

into the initial stages of a three-dimensional phase. 

the f ree  energy of the layer m a y  be expressed in te rms  of three components: 

GI the f ree  energy of the layer next to  the metal, G3 the f ree  energy of the 

exterior layer adjacent to the solution and G2 the f ree  energy of any inter-  

mediate layers .  

of I ca. 2 while at Rh and Pd it can become substantially larger  so  that in such 

cases  G2 can become significant. The growth of the oxide film may occur in 

patches (cf. the behavior at Ni )  in which case the thickness will not be uniform. 

In any transformation from an initial ad-layer to a progressively thickening 

Very approximately, 

At Pt, the O:Pt ratio a t  high potentials approaches a value 

film or to patches9 of locally thicker material ,  it seems reasonable to expect 

that the f ree  energy of the surface oxide may suffer a decrease so that in 

the quasi-equilibrium situation, the Eo will become less  positive to  an extent 

related to q r .  This would also account f o r  the hysteresis if an i r revers ible  

transformation to a more  stable surface layer by rearrangement processes 

occurs . 
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At Pd, where reduction profiles taken f rom successively 

increasing anodic potentials a r e  found to fall almost outside of each other, 

but a r e  nevertheless symmetrical ,  the explanation must,  it seems,  be based 

on a changing value of Eo a s  the film thickens. For  polarizations at 3 V. 

for extended periods of time (30 sec.) ,  two peaks can be resolved i n  the 

reduction curve. The fact that for shorter  polarization times, smooth 

symmetrical  curves can be obtained, indicates that the surface species 

reduces a s  a single entity and not in distinguishable stages.  

once a layer thicker than a monolayer has been layed down in some r e -  

arranged form, reduction back to Ifzero coverage" does not reveal any region 

characterist ic of a distinguishable monolayer. This again suggests reduction 

in ("hemispherica1")patches rather than reduction by stripping of layers  one 

b y  one from a plane surface phase of small  but finite extension. 

Fo r  example, 

The resul ts  a t  Ir seem to indicate that with that metal ,  no re- 

arrangement o r  growth processes [ in  fact, the two effects a r e  probably 

inter-connected) can occur at the temperature of the present experiments. 

kC - an (1 - a)n ka 
Adsorption Peak - - 

I .  1 10-3 1 10-3 
Anodic 0.445 

Cathodic 3.5 

Anodic 

Cathodic 
11. 

0.745 

3.97 
2 10-3 2 10-3 

In the case of Pt and Rh, the linear dependence of E, on 

total q r  independently of whether the film is thinner or  thicker than a 

nominal monolayer is a surprising result; similar behavior was found a t  Ni. 
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Table of Values of Parameters  of Best F i t  for Experimental Potentiodynamic Oxide 
Reduction Curves at Pt 

E - 

1.147 2 7 . 5  3.81 0.21 0.26 76 291 

4 15 3.4 0.12 0.33 109 373 

6 65 3.65 0.044 0.42 149 544 

9 6 05 2.9 0.018 0.48 2 01 589 

1.270 Pt IV 

1 5 1.27 0.19 0. 31 184 235 

3 

5 

7 

9 
1.379 Pt I1 

1 

3 

5 

7 

9 

1.527 Pt I 

1 

3 

5 

8 

10 

25 

125 

6 05 

5 

10 

25 

125 

6 05 

5 

LO 

25 

3 05 

0.87 0.14 0.35 26 8 

0.63 0.12 0.37 317 

0.54 0.079 0.40 379 

0.50 0,046 0.44 434 

0.84 0.092 0.40 299 

0.47 0.076 0.42 392 

0.37 0.069 0.41 431 

0.29 0.049 0.43 489 

0.21 0.039 0.44 534 

1.47 0.021 0.47 1-29 

0.48 0.020 0.44 15 8 

0.13 0.021 0.42 176 

-0.46 0.03 0.39 199 

233 

2 01 

2 06 

218 

253 

183 

15 8 

14 3 

111 

190 

75.5 

23.3 

-92.5 
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The magnitudes of k, and k,'are equivalent because Eo 

was chosen to be the potential a t  the quasi-equilibrium maximurn for 

each reaction. 

quasi-equilibrium maximurn, then ka and k, will change, but their product 

will always be constant for a given s e t  of data. 

magnitude of ka. kc determines at what scan rate,  v, the transition from 

quasi-equilibrium to i r revers ible  behavior will tend to occur. 

For any other Eo  chosen that does not coincide with the 

Hence, the absolute 

5. SOME GENERAL CONCLUSIONS 

An analysis of the behavior of reaction rates  for adsorbed 

oxygen species using the potentiodynamic perturbation technique shows that 

specific ra te  constants fo r  formation and reduction processes may in 

favorable cases  be determined quantitatively, 

Surface heterogeneity te rms  in the kinetic equations can have 

a large effect on the kinetics s o  that selection of the cor rec t  reaction model 

can be difficult with limited experimental data. 

models can be distinguished, however, by a careful examination of the shape 

of the current-voltage curve and the behavior of the reaction ra te  maximum, 

imax, with the scan rate,  v, investigated, f o r  example, by Gilroy and 

Conway a t  ~ t 9 .  

The differences between 

The approaches developed and tested on results obtained at 

room temperature will be applied to the' high temperature experimental 

data when they a r e  satisfactorily reliable. 

, 



- 20 - 

REFERE24 CES 

1 .  B. E. Conway, J. Wojtowicz and D.  Gilroy, Inhibition Effects in 

Electrocatalysis,  Proc .  2me. Journees Internationales d’Etude 

des  Piles a Combustible, June 1967, pp. 9, published (1968). 

2. D.  Gilroy and B.E. Conway, Surface Oxidation and Reduction of 

Platinum Electrodes: Coverage, Kinetic and Hysteresis  Studies,- 

Can. J .  Chem., 46, - 875 (1968). 

3. J .  Wojtowicz, N. Marincic and B.E.  Conway, Oscil latory Kinetics 

in the Electrochemical Oxidation of Formate and Ethylene, 

J .  Chem. Phys. ,  - 48, 4333 (1968). 

4. J .  Wojtowikz, L. Laliberte and B. E. Conway, Current Distribution 

and Potential Profile at a W i r e  Electrode of Significant Ohmic 

Resistance, Electrochim.Acta, - 13, 361 (1968). 

5 .  J. Wojtowicz and B. E. Conway, Construction and Operation of 

a Rotating Disc Electrode f o r  Elevated Temperatures,  

J.Electroana1. Chem., - 13, 333 (1967). 

6 .  J. Wojtowicz and B. E. Conway, Mass-transport  Effects in 

Oscil latory Processes  (in course of publication). 

7. J .  Wojtowicz, D. Gilroy and B. E .  Conway, Behavior of Surface 

Oxide in Ethylene Oxidation at Platinum in the Oxide Region, 

Electrochim.Acta., in p re s s  (1968-69). 

L. Marincic, A.  Humffray and B.E. Conway, C14-Adsorption Studies 

in the Electrochemical Oxidation of Small Organic Molecules at 

Platinum (in preparation). 

D. Gilroy and B.E. Conway, Can. J .  Chem., 46, - 875 (1968) and a l so  

8. 

9. 
earlier reports  to U. S. A. ,  E. R .  D. L. 



- 21 - 

I 

H. Wroblowa, B. Piersma and J.O'M. Bockris, J.Electroana1. Chem., 

- 6 ,  401 (1963). 

P. Stonehart, H. Kozlowska and B. E. Conway, in preparation for  

Proc .  Roy.Soc. London. 

S .  Gilman, Electrochim.Acta., - 9, 1025 (1964). 

A. K. N. Reddy, M. Genshaw and J . 0 ' M .  Bockris, J. Chem. Phys,, 

I 48, 671 (1968). 

B.E. Conway and M.A. Sattar,  "Performance Forecas t  for  Selected 

Static Energy Conversion Devices", A. G. A. R.  D. meeting Ligge, 

1967, Ed. G. Sherman, published (1968); s ee  also paper in p re s s  

in J .  Electroanal. Chem. (196s). 

B. E. Conway and E. Gileadi, Trans.  Faraday SOC.,  58, 2493 (1962). 

S .  Srinivasan and E. Gileadi, Electrochim.Acta., - 11, 321 (1966); 

- 

10. 

11. 

12. 

13. 

14. 

15. 

'16. 

17. 

cf. Hale and Greef, ibid., 12, 1409 (1967). 

B.E.  Conway, E.  Gileadi and M.  Dzieciuch, Electrochim.Acta., 

- 8, 143 (1963). , 

- -  



Potentiodynam ic 

oxide formed for 

~ ~ 1 0 4 ,  25Oc). 

Potentiodynamic 

platinum formed 

FIGURE 1 

reduction profiles for smooth Pt surface 

various times T at 1.382 V.  (1M aq.  

reduction profiles for oxide at platinized 

for various t imes T after potential s tep 

to 1.45 V (1M aq. HC104, 25OC). 

As in la and lb  but for Rh at 1.287 V.  

As in la and l b  but for Ir a t  1.18 V. 











FIGURE 2 

Potentiodynamic reduction profiles for smooth Pt surface oxide 

formed in  single cycles to various anodic potentials. 

HC104, 25OC) (curves 1 - 6); limits Ex.indicated by max. anodic 

potentials reached a t  left-hand side).  

(1M aq. 





FIGURE 3 

Relations between potential of the reduction peak and the total 

reduction charge qr for surface oxide at Pt. 

cycle experiments as in Fig. 2; individual l i nes :  reduction 

after growth for various T at the indicated potentials. 

Heavy line: single 
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FIGURE 4 

As in F i g u r e  3 but f o r  R h .  





FIGURE 5 

(a)  

(b)  

(c )  

Photo of f i r s t  cell ( I )  for high temperature studies. 

Photo of improved micro-cell  with separated compartments. 

Photo of new la rger  high temperature bomb. 









FIGURE 6 

Potential "isotherms" for Pd-hydr oge n reference electrode 

at various temperatures (t ime effects). 
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FIGURE 7 

Variation of Pd-H electrode potential with temperature in ZN HClO4. 
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FIGURE 8 

Preliminary reduction profiles f o r  surface oxide at Pt electrode 

over a range of temperatures: 
I 

1.  2 ooc 6 .  1200c 
2. 4OoC 7. 1400c 
3 .  60°C 8. 16 O°C 

1800c 4. 8OoC 9.  

10. 19OoC 5. l0O0C 





FIGURE 9 

Apparent variation of reduction peak potential with temperature:  

(a) Pd-H reference potential 

(b)  Internal H-adsorption reference potential 
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FIGURE 10 

Curves of best  f i t  for  the experimental data at smooth Pt (Fig.  la) 

based on equation 3 using first  term but for a cathodic process.  

Numbers refer  to  comparison with experimental curve numbers in 

F i g .  la. 
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